ARCTURUS 
Vandal Resistant Bulkhead 


CDDC ERIH -E 
Type: A non-corrosive vandal resistant luminaire manufactured of tough and durable polycarbonate. 
Specification: Anodized aluminium reflector to maximize light output and efficiency. The diffuser is made of impact resistant UV stable 


polycarbonate. 
Injection moulded polycarbonate body in black finish. 
Luminaire is plastic-wrapped and boxed individually. 


Installation: Suitable for surface mounting on the walls. 


Application: Outdoor. Building exteriors and other areas. 


Total wattage, 


Lamp (W) and holder Overall dimensions (LxWxH), mm Weight, kg 
Arcturus 1E27 M52 max 100W (E27) 300x260x185 1,9 - 
Arcturus 132 M50 HF 1x32W (G24q-3) 300x260x185 2,1 32 
Arcturus 142 M51 HF 1x42W (G24q-4) 300x260x185 2,1 44 
Arcturus 150 F09 1x50 (E27) 300x260x185 2,6 62 
Arcturus 170 F10 1x70 (E27) 300x260x185 2,6 85 


Options available on request: 

HF- High Frequency control gear 
DIM- Dimmable ballast 

SDIM- Switch-control/dimming 
DALI- DALI ballast 


TP- With built-in thermal protector 
HS- For high pressure sodium lamp 
HI- For metal halide lamp 
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